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Specifications

Motor control system

Dimensions (W × H × D): 

Weight: 

Supported lens

Supported projectors

Stepping control

101 × 82.5 × 59 mm (3-31/32 × 3-1/4 × 2-5/16 inches)

Approximately 145 g* (0.3 lbs*)

ET-D75LE10 / ET-D75LE20 / ET-D75LE30 / ET-D75LE40 / ET-D75LE6 / ET-D75LE8

PT-RQ32K / RZ31K / RS30K / RQ22K / RZ21K / RS20K

Dimensions

This product is an adaptor kit for increasing the speed of zoom operations and for improving the reproducibility of zoom 
positions for optional lenses for Panasonic's 3-chip DLP projectors.

* Installation and removal of this kit should only be carried out by a quali�ed technician.
* When using an optional lens on compatible projectors with this kit installed, it may be necessary to update the �rmware for the main projector unit.
* When using an optional lens on compatible projectors with this kit installed, it will be necessary to carry out calibration of the lens before use.

Weights and dimensions shown are approximate. Specifications subject to change without notice.

NOTE

S P E C F I L E

ET-D75MKS10 Stepping Motor Kit
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unit : mm (inch)
NOTE: This illustration is not drawn to scale.

*Average value. May differ depending on the actual unit.

** This kit can not be used by itself. It can only be used in combination with the applicable lenses listed below.


